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Valves

RO-FI Precision in Stainless Steel

Übersicht über die verarbeiteten WerkstoffeN 352 F

DN Dim. H D K L kg/St.
15 B/c" 115 95 65 130 2,10

20 D/e" 115 105 75 150 3,10

25 1" 143 115 85 160 4,10

32 1B/e" 143 140 100 180 6,00

40 1B/c" 178 150 110 200 7,40

50 2" 178 165 125 230 10,50

65 2B/c" 250 185 145 290 16,40

80 3" 250 200 160 310 24,00

3-Piece Ball Valve

3-Piece Ball Valve 1000 PSI W.O.G.,
Full Bore, Flange Ends acc. DIN 2633 PN 16
(DIN 2635 PN 40 on request)

Pos. Part Name Material
1 Body 316 / CF8M-1.4408
2 Body 316 / CF8M-1.4408
3 Ball 316 / 1.4401
4 Seal PTFE
5 Stem 316 / 1.4401
6 Gland PTFE
7 Seal PTFE
8 Stem Nut 304 / 1.4301
9 Bolt 304 / 1.4301

10 Washer 304 / 1.4301
11 Glandbushing 304 / 1.4301
12 Washer 304 / 1.4301
13 Stem Nut 304 / 1.4301
14 Handle 304 / 1.4301
15 Handle Sleeve PVC
16 WN-Flange 316 / 316 Ti-1.4571
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