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RO-FI Precision in Stainless Steel

N 352 GA

Dim. H D W L kg/St.
B/e" 55 11,6 105 58 0,34

D/i" 55 12,7 105 58 0,38

B/c" 60 15,0 105 62 0,50

D/e" 63 20,0 120 76 0,80

1" 79 25,0 158 85 1,17

1B/e" 86 32,0 158 100 2,00

1B/c" 94 38,0 195 115 2,50

2" 103 50,0 195 132 3,70

2B/c" 133 65,0 245 165 7,40

3" 144 80,0 245 183 12,80

4" 177 100,0 320 232 23,00

Pos. Part Name Material
1 Body 316 / CF8M-1.4408
2 Body 316 / CF8M-1.4408
3 Ball 316 / 1.4401
4 Seal PTFE
5 Seal PTFE
6 Stem 316 / 1.4401
7 Washer PTFE
8 Gland PTFE
9 Nut 304 / 1.4301

10 Handle 304 / 1.4301
11 Washer PTFE
12 Nut 304 / 1.4301
13 Handle Sleeve PVC
14 Locking Device 304 / 1.4301 (optional/option)

15 Bolt 304 / 1.4301
16 Washer PTFE
17 Nut 304 / 1.4301
18 Stop Pin 304 / 1.4301

3-Piece Ball Valve

3-Piece Ball Valve 1000 PSI W.O.G.,
Mounting Flanged for ISO Standard 5211,
Full Bore, Thread ISO 228/1

Valves

Armaturen mit 
Stellantrieb auf Anfrage

Valves with Actuator
on request
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