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Valves

RO-FI Precision in Stainless Steel

EN 10204N 352 S

Dim. H D W L kg/St.
B/e" 51,0 11,6 95 54,0 0,34

D/i" 51,0 12,7 95 54,0 0,34

B/c" 55,0 15,0 95 61,5 0,46

D/e" 58,5 20,0 110 71,0 0,62

1" 73,0 25,0 135 83,5 0,96

1B/e" 78,5 32,0 135 97,0 1,49

1B/c" 90,5 38,0 165 110,5 2,00

2" 99,0 50,0 165 129,0 3,12

2B/c" 127,0 65,0 215 171,5 6,50

3" 136,0 80,0 215 200,0 10,42

4" 172,0 100,0 325 252,0 20,20

Pos. Part Name Material
1 Body 316 / CF8M-1.4408
2 Body 316 / CF8M-1.4408
3 Ball 316 / 1.4401
4 Seal PTFE
5 Stem 316 / 1.4401
6 Gland PTFE
7 Seal PTFE
8 Bolt 304 / 1.4301
9 Stem Nut 304 / 1.4301

10 Washer 304 / 1.4301
11 Glandbushing 304 / 1.4301
12 Washer 304 / 1.4301
13 Stem Nut 304 / 1.4301
14 Handle 304 / 1.4301
15 Handle Sleeve PVC

3-Piece Ball Valve

3-Piece Ball Valve 1000 PSI W.O.G.,
Full Bore, Butt Weld Ends
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