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Material: 
1.4541 / 1.4571

F Loose Flange
(Shown with crimped tube)

F Welding Ring
(Shown with loose flange)

DIN 2641 PN 6

Sizes of row 1 are international, those of row 
2 occasionaly are used in Germany. 

All items and specifications are subject to revision.

All sizes in mm

1) flanged DN 350 from non-standardized

Weight 
Tube Flange Drilling Flanges and Collars 1)

DN d1 D d6 b k e d2 d5 h3 d4 h4 s1 s2 r Flange Bunch
line 1 line 2 Number Thread max. min. min. min in kg ≈

10 – 14,0 75 16 10 50 2 4 M 10 11 14,5 8 35 9 1,8 3,0 2 0,298 0,051

10 17,2 – 75 19 10 50 2 4 M 10 11 17,7 8 35 9 1,8 3,0 2 0,298 0,051

15 – 20,0 80 22 10 55 2 4 M 10 11 21,0 8 40 9 2,0 3,0 2 0,337 0,063

15 21,3 – 80 24 10 55 2 4 M 10 11 22,0 8 40 9 2,0 3,0 2 0,337 0,063

20 – 25,0 90 28 10 65 2 4 M 10 11 26,0 10 50 12 2,0 3,0 2 0,418 0,116

20 26,9 – 90 30 10 65 2 4 M 10 11 27,6 10 50 12 2,0 3,0 2 0,418 0,116

25 – 30,0 100 33 12 75 3 4 M 10 11 31,0 10 60 15 2,0 3,0 3 0,620 0,166

25 33,7 – 100 36 12 75 3 4 M 10 11 34,4 10 60 15 2,0 3,0 3 0,620 0,166

32 – 38,0 120 42 12 90 3 4 M 12 14 39,0 10 70 15 2,6 3,5 3 0,874 0,213

32 42,4 – 120 46 12 90 3 4 M 12 14 43,1 10 70 15 2,6 3,5 3 0,874 0,213

40 – 44,5 130 50 12 100 3 4 M 12 14 45,5 10 80 17 2,6 3,5 3 1,010 0,273

40 48,3 – 130 54 12 100 3 4 M 12 14 49,0 10 80 17 2,6 3,5 3 1,010 0,273

50 – 57,0 140 62 12 110 3 4 M 12 14 58,1 12 90 23 2,6 3,5 3 1,120 0,359

50 60,3 – 140 65 12 110 3 4 M 12 14 61,1 12 90 23 2,6 3,5 3 1,120 0,359

65 76,1 – 160 81 12 130 3 4 M 12 14 77,1 12 110 23 2,6 3,5 3 1,350 0,468

80 88,9 – 190 94 14 150 3 4 M 16 18 90,3 14 128 23 3,2 4,0 3 2,240 0,730

100 – 108,0 210 113 14 170 3 4 M 16 18 109,6 14 148 28 3,2 4,0 3 2,590 0,884

100 114,3 – 210 119 14 170 3 4 M 16 18 115,9 14 148 28 3,2 4,0 3 2,590 0,884

125 – 133,0 240 138 14 200 3 8 M 16 18 134,8 14 178 30 3,2 4,0 3 3,100 1,210

125 139,7 – 240 145 14 200 3 8 M 16 18 141,6 14 178 30 3,2 4,0 3 3,100 1,210

150 – 159,0 265 164 14 225 3 8 M 16 18 161,1 14 202 30 3,2 4,0 3 3,520 1,340

150 168,3 – 265 176 14 225 3 8 M 16 18 170,5 14 202 30 3,2 4,0 3 3,520 1,340

200 219,1 – 320 225 16 280 3 8 M 16 18 221,8 16 258 30 3,2 4,0 3 4,980 2,000

250 – 267,0 375 273 20 335 3 12 M 16 18 270,2 18 312 30 4,0 5,0 3 7,670 2,890

250 273,0 – 375 279 20 335 3 12 M 16 18 276,2 18 312 30 4,0 5,0 3 7,670 2,890

300 323,9 – 440 329 24 395 4 12 M 20 22 327,6 18 365 35 4,0 5,0 4 12,300 3,560

350 355,6 – 490 362 26 445 4 12 M 20 22 359,7 18 415 – – – 4 15,100 4,080

350 – 368,0 490 374 26 445 4 12 M 20 22 372,2 18 415 – – – 4 15,100 4,080

400 406,4 – 540 413 28 495 4 16 M 20 22 411,0 20 465 – – – 4 17,700 4,910

400 – 419,0 540 426 28 495 4 16 M 20 22 423,7 20 465 – – – 4 17,700 4,910

500 508,0 – 645 517 32 600 4 20 M 20 22 513,6 22 570 – – – 4 25,400 7,390

600 610,0 – 755 618 36 705 4 20 M 24 26 616,1 22 670 – – – 4 36,300 8,600

700 711,0 – 860 721 40 810 4 24 M 24 26 718,6 24 775 – – – 4 48,100 14,000

800 813,0 – 975 824 44 920 4 24 M 27 30 821,5 24 880 – – – 4 66,500 16,800

900 914,0 – 1075 926 48 1020 4 24 M 27 30 923,5 26 980 – – – 4 81,300 20,100

1000 1016,0 – 1175 1028 52 1120 4 28 M 27 30 1026,7 26 1080 – – – 4 96,400 21,500

1200 1220,0 – 1405 1232 60 1340 5 32 M 30 33 1232,7 28 1295 – – – 5 158,000 32,600
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This Flange program is only an extract 
of our delivery program. 
Furthermore, we offer:

In DIN-Standard:
Blind Flanges DIN 2527 PN 64 / PN 100

Welding Flanges DIN 2573 PN 6

Welding Neck Flanges DIN 2627 / DIN 2628 / 
DIN 2629 / DIN 2630 / DIN 2631 /
DIN 2636 / DIN 2637 / DIN 2638

Lapped Flanges / DIN 2641 PN 6 / DIN 2655 PN 25
Plain collars DIN 2656 PN 40 / DIN 2673

Flanges for apparatus DIN 28 030 / DIN 28 031 
DIN 28 032 / DIN 28 034
DIN 28 036 / DIN 28 038

In ANSI-Standard:
Welding Neck Flanges / Blind Flanges / Slip on Flanges /
Lap Joint Flanges / Threaded Flanges / Reducing Flanges /
Orifice Flanges / Long Welding Neck Flanges

Pressure up to 2500 lb/sy. in. acc. ANSI / API / ASME /
ASTM / MSS-SP-Standard

We produce all flanges according to your specification
and drawings, or with Ring Joint Facings or large and
small Male / Female Facings and Tongue / Groove
Facings. We deliver special material according to all 
standards.

Flanges

RO-FI Precision in Stainless Steel

Flanges acc.
European standard

on request!
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