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Connection sizes
DIN 2642

Material:
1.4301 (304) / 1.4571 (316Ti)

DIN 2642
DN D ø k d3 d6 b a Quantity d2

15 21,3 95 65 38 24 9,5 3 4 13,5

20 26,9 105 75 48 30 12,5 3 4 13,5

25 33,7 115 85 53 37 15,0 3 4 13,5

32 42 ,4 140 100 68 46 16,0 3 4 17,5

40 48,3 150 110 77 54 17,0 4 4 17,5

50 60,3 165 125 91 65 19,5 4 4 17,5

65 76,1 185 145 108 81 21,0 4 4 17,5

80 88,9 200 160 123 94 21,0 5 8 17,5

100 114,3 220 180 141 119 23,0 6 8 17,5

125 139,7 250 210 168 145 23,0 6 8 17,5

150 168,3 285 240 192 173 25,0 7 8 21,5

200 * 219,1 340 295 245 225 28,0 8 8 21,5

200 ** 219,1 340 295 245 225 28,0 8 12 21,5

* (8 holes)

**(12 holes)
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This Flange program is only an extract 
of our delivery program. 
Furthermore, we offer:

In DIN-Standard:
Blind Flanges DIN 2527 PN 64 / PN 100

Welding Flanges DIN 2573 PN 6

Welding Neck Flanges DIN 2627 / DIN 2628 / 
DIN 2629 / DIN 2630 / DIN 2631 /
DIN 2636 / DIN 2637 / DIN 2638

Lapped Flanges / DIN 2641 PN 6 / DIN 2655 PN 25
Plain collars DIN 2656 PN 40 / DIN 2673

Flanges for apparatus DIN 28 030 / DIN 28 031 
DIN 28 032 / DIN 28 034
DIN 28 036 / DIN 28 038

In ANSI-Standard:
Welding Neck Flanges / Blind Flanges / Slip on Flanges /
Lap Joint Flanges / Threaded Flanges / Reducing Flanges /
Orifice Flanges / Long Welding Neck Flanges

Pressure up to 2500 lb/sy. in. acc. ANSI / API / ASME /
ASTM / MSS-SP-Standard

We produce all flanges according to your specification
and drawings, or with Ring Joint Facings or large and
small Male / Female Facings and Tongue / Groove
Facings. We deliver special material according to all 
standards.

Flanges

RO-FI Precision in Stainless Steel

Flanges acc.
European standard

on request!
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