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301Technical Information 
Whitworth-Thread acc. to DIN 2999
Our screwed fittings are supplied with the thread acc. 
to DIN 2999 part 1, as standard manufacturing. 

This is also in line with standards SMS 295 / BS 21 / 
VSM 51100 / DS8 / SFS2118 / NS 983. All threads manu-
factured to this standard are conical on the outside (R) 
and cylindrical on the inside (Rp).

Thread acc. to ISO 228
Our screwed fittings 309 threaded nipple, 327 hex. nut, 331
hex. plug are supplied with the thread in accordance with
ISO 228 part 1. All threads manufactured to this standard are
cylindrical on the outside and on the inside (G).

NPT-thread
Our screwed fittings are also available 
with NPT thread.

Pressure- and temperature limits
We recommend the following pressure for our screwed
fittings:

Precision investment casting 1.4401 / AISI 316
NW / Diam. Zoll / Inch ND + 20 °C

6 – 50 B/i" – 2" 16 bar
65 – 100 2" – 4" 12 bar
65 – 100 2" – 4" 12 bar
125 – 150 5" – 6" 10 bar

Pipe threaded fittings 
1.4541 / AISI 321 and 1.4571 / AISI 316Ti
NW / Diam. Zoll / Inch ND + 20 °C

6 – 50 B/i" – 2" 50 bar
65 – 100 2" – 4" 50 bar
125 – 150 5" – 6" 50 bar

All pressure rates are without any guarantee. We 
recommend you carry out a pressure and leak check 
after installation.
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Stainless steel Screwed Fittings

DIN 2999 / Whitworth pipe threads / Usable
length of taper external threads

Size B/i" B/e" D/i" B/c" D/e" 1"

mm 6,5 9,7 10,1 13,2 14,5 16,8

Size 1 B/e" 1 B/c" 2" 2 B/c" 3" 4"

mm 19,1 19,1 23,4 26,7 29,8 35,8

Tubes, medium weight suitable for screwing 
acc. DIN 2462 / DIN 2463

Size B/i" B/e" D/i" B/c" D/e" 1"

DN 6 8 10 15 20 25

Size 1 B/e" 1 B/c" 2" 2 B/c" 3" 4"

DN 32 40 50 65 80 100

od 
mm 10,2 13,5 17,2 21,3 26,9 33,7

Thickn. mm 2,00 2,35 2,35 2,65 2,65 3,25

od 
mm 42,4 48,3 60,3 76,1 88,9 114,3

Thickn. mm 3,25 3,25 3,65 3,65 4,05 4,50

Test certificates
Threaded fittings manufactured from pipes and bars
(308/309/310/331/333/334) Material AISI 321 and AISI 316Ti 
available with a test certificate acc. EN 10 204 3.1 for 
 starting material.

Special quality items
We manufacture special fittings acc. to your drawing or
specifications also in special qualities you may require.
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