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RO-FI Precision in Stainless Steel

Welded Tubes DIN 17457 / EN ISO 1127/2463
DIN 17457 / EN ISO 1127/2463, tolerance annealed tubes: D4 / T3 
respectively: D4 / T3 bzw. D3 / T3, tolerance not annealed tubes: 
D3 / T3, weld joint factor: V = 1,0, inspection certificate DIN 50049/3.1B
respectively EN 10204/3.1 B, random lengths 6 m

material 4301 material 4541 material 4571
dimension weight

mm kg/m annealed not annealed annealed not annealed annealed not annealed
6,00 x 1,00 0,125 x – x – x –

8,00 x 1,00 0,175 x – x – x –

1,50 0,244 x – – – – –

10,00 x 1,00 0,255 x x x – x –

1,50 0,319 x x – – x –

12,00 x 1,00 0,275 – x x – x –

1,50 0,394 x x x – x x

2,00 0,501 – x – – – –

13,00 x 1,00 0,300 x – – – x –

1,50 0,432 x – – – – –

14,00 x 1,00 0,326 x x x – x –

1,50 0,470 x x x – x –

2,00 0,601 x x – – x –

15,00 x 1,00 0,351 x x x – x –

1,50 0,507 x x x – x x

2,00 0,651 x x – – x –

16,00 x 1,00 0,376 x x x – x –

1,50 0,545 x x x – x –

2,00 0,701 x x – – x –

17,00 x 1,00 0,401 x – x – x –

17,20 x 1,60 0,625 x – x – x –

2,00 0,761 x x x – x –

2,30 0,858 x – x – x x

18,00 x 1,00 0,426 x x x – x –

1,50 0,620 x x x – x x

2,00 0,801 x x x – x –

20,00 x 1,00 0,476 x x x – x –

1,50 0,695 x x x – x x

2,00 0,901 x x x – x x

2,50 1,096 – x – – – –

3,00 1,277 – x – – – –

21,30 x 1,60 0,789 x x x – x –

2,00 0,967 x x x x x x

2,60 1,217 x x x – x x

22,00 x 1,00 0,526 x x x – x –

1,50 0,770 x x x – x x

2,00 1,002 x x x – x x

23,00 x 1,50 0,808 x – x – x –

24,00 x 2,00 1,102 x – – – – –

25,00 x 1,00 0,601 x – x – x –

1,50 0,883 x x x – x –

2,00 1,152 x x x – x x

2,50 1,409 x x x – x –

3,00 1,653 – x – – – –

26,90 x 1,60 1,014 x – x – x –

2,00 1,247 x x x x x x

2,60 1,582 x x x – x x

28,00 x 1,00 0,676 x x – – x –

1,50 0,995 x x x – x x

2,00 1,302 x x x – x –
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Pipes / Hollow Bars / Bars

RO-FI Precision in Stainless Steel

DIN 17457 / EN ISO 1127/2463, tolerance annealed tubes: D4 / T3 
respectively D3 / T3, tolerance not annealed tubes: D3 / T3, 
weld joint factor: V = 1,0, inspection certificate DIN 50049/3.1B 
respectively EN 10204/3.1 B, random lengths 6 m

material 4301 material 4541 material 4571
dimension weight

mm kg/m annealed not annealed annealed not annealed annealed not annealed
30,00 x 1,00 0,726 x – x – x –

1,50 1,070 x x x – x x

2,00 1,402 x x x x x x

2,50 1,722 x x x – x –

3,00 2,028 x – x – – –

32,00 x 1,00 0,776 x x – – – –

1,50 1,146 x x – – – –

2,00 1,502 x x x – x –

3,00 2,178 – x – – – –

33,00 x 1,50 1,183 x x x – x –

33,70 x 1,60 1,286 x x x – x –

2,00 1,588 x x x – x x

2,60 2,025 x x x – x x

2,90 2,237 x – x – x –

3,20 2,444 x x x – x x

3,60 2,716 – – – – x –

4,00 2,975 – x – – – –

34,00 x 1,00 0,826 x x – – – –

1,50 1,221 x x – – – –

35,00 x 1,50 1,258 x x x – x –

2,00 1,653 x x x – x –

2,50 2,035 x – x – x –

36,00 x 2,00 1,703 x – – – x –

38,00 x 1,00 0,926 x – x – – –

1,50 1,371 x x x – x –

2,00 1,803 x x x – x x

2,50 2,222 – x – – – –

2,60 2,305 x – x – x –

3,00 2,632 – x – – – –

40,00 x 1,00 0,977 x x x – x –

1,50 1,446 x x x – x x

2,00 1,903 x x x x x x

3,00 2,779 x x – – – –

4,00 3,606 – x – – – –

42,40 x 1,60 1,635 x – x – x –

2,00 2,023 x x x x x x

2,60 2,591 x x x – x x

3,20 3,141 x x x – x x

3,60 3,498 – – – – x –

4,00 3,847 – x – – – –

43,00 x 1,50 1,559 x x x – x –

44,50 x 1,50 1,615 x x – – x –

2,00 2,128 x x x – x x

2,60 2,728 x x x – x –

2,90 3,021 x – x – – –

45,00 x 2,00 2,153 – x – – – –

3,00 3,155 – x – – – –
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RO-FI Precision in Stainless Steel

DIN 17457 / EN ISO 1127/2463, tolerance annealed tubes: D4 / T3 
respectively D3 / T3, tolerance not annealed tubes: 
D3 / T3, weld joint factor: V = 1,0, inspection certificate DIN 50049/3.1B
respectively EN 10204/3.1 B, random lengths 6 m

material 4301 material 4541 material 4571
dimension weight

mm kg/m annealed not annealed annealed not annealed annealed not annealed
48,30 x 1,60 1,871 x – x – x –

2,00 2,319 x x x x x x

2,60 2,975 x x x – x x

3,20 3,614 x x x – x x

3,60 4,029 – – x – x –

4,00 4,437 – x – – – –

50,00 x 1,00 1,227 – x – – – –

1,50 1,822 x x – – – –

2,00 2,404 x x x – x –

3,00 3,521 – x – – – –

4,00 4,610 – x – – – –

50,80 x 1,50 1,852 x – – – – –

51,00 x 2,00 2,454 x x x – x –

2,60 3,151 x – x – x –

52,00 x 1,00 1,277 x x – – x –

1,50 1,897 x x x – x –

2,00 2,504 x x x – x –

53,00 x 1,50 1,934 x x x – x –

54,00 x 2,00 2,604 x x x – x x

57,00 x 1,50 2,085 x x – – x –

2,00 2,754 x x x – x –

2,50 3,412 x x x – x –

3,00 4,056 x x x – x –

60,30 x 1,60 2,352 x x x – x –

2,00 2,920 x x x x x x

2,30 3,340 – – x – x –

2,60 3,757 x x x – x x

2,90 4,168 x x x – x x

3,20 4,575 – – x – x –

3,60 5,111 x x x – x x

4,00 5,639 – x x – x –

63,50 x 1,60 2,480 x x – – – –

2,00 3,080 – x – – – –

2,60 3,819 x – – – – –

64,00 x 2,00 3,105 x x – – x –

69,00 x 2,00 3,355 x – – – x –

70,00 x 1,50 2,573 x x – – – –

2,00 3,405 x x x – x x

2,90 4,873 x x – – x –

3,00 5,033 – x – – – –

76,10 x 1,60 2,985 x – – – x –

2,00 3,711 x x x – x x

2,30 4,250 – – x – x –

2,60 4,785 x x x – x x

2,90 5,315 x x x – x x

3,20 5,841 – – x – x x

3,60 6,535 x x x – x –

4,00 7,222 – x – – – –

80,00 x 1,50 2,948 – x – – – –

2,00 3,906 x x – – – –

3,00 5,784 – x – – – –
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DIN 17457 / EN ISO 1127/2463, tolerance annealed tubes: D4 / T3 
respectively D3 / T3, tolerance not annealed tubes: 
D3 / T3, weld joint factor: V = 1,0, inspection certificate DIN 50049/3.1B
respectively EN 10204/3.1 B, random lengths 6 m

All dimensions available outside grinded, brushes or polished. Other dimensions or qualities on request.

material 4301 material 4541 material 4571
dimension weight

mm kg/m annealed not annealed annealed not annealed annealed not annealed
84,00 x 2,00 4,107 x x x x x x

85,00 x 2,00 4,157 x x – – x –

88,90 x 1,60 3,498 x x – x x –

2,00 4,352 x x x – x x

2,30 4,980 – – x – x –

2,60 5,618 x – x – x –

2,90 6,245 x – – – – –

3,05 6,557 x x x – x x

3,20 6,876 – – x – x –

4,00 8,504 x x x – x –

101,60 x 2,00 4,988 x x – – – –

3,05 7,527 x x – – x –

104,00 x 2,00 5,108 x x x x x x

108,00 x 2,00 5,308 x x – – x –

3,00 7,888 x x – x –

3,20 8,337 – – x – – –

4,00 10,417 x x – x x

114,30 x 2,00 5,624 x x x x x x

2,60 7,272 x x x – x x

2,90 8,089 x – – – – –

3,20 8,902 – – x – – –

3,05 8,496 x – x – x –

3,60 9,979 x x x – x x

4,00 11,048 – x x x x –

129,00 x 2,00 6,360 – x – x – x

133,00 x 3,00 9,766 – – – x – x

4,00 12,921 – – – x – x

139,70 x 2,00 6,896 – x – x – x

2,60 8,926 – x – x – x

3,00 10,269 – x – x – x

4,00 13,592 – x – x – x

154,00 x 3,00 7,612 – x – x – x

159,00 x 3,00 11,720 – – – x – x

4,00 15,525 – – – x – x

168,30 x 2,00 8,328 – x – x – x

2,60 10,788 – x – x – x

3,00 12,417 – x – x – x

4,00 16,456 – – – x – x

219,10 x 2,00 10,872 – – – x – x

3,00 16,233 – – – x – x

4,00 21,544 – – – x – x

5,00 26,805 – – – x – x

273,00 x 3,00 20,290 – – – x – x

323,90 x 3,00 24,100 – – – x – x
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RO-FI Precision in Stainless Steel

Annealed tubes DIN 17457 / 2 - AD-W2 - K2 / D2 respectively K3 / D3, 
weld joint factor V = 1,0, tolerance: EN ISO 1127/2463 - D4 / T3, inspection
certificate DIN 50049/3.1B / AD-W2 respectively EN 10204/3.1B / AD-W2

Random lengths 6 m

welded tubes - AD-W2

DIN 2463, not annealed, random lengths 6 m

welded tubes polished
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