RO-FI

STAINLESS STEEL

Losflansche PN 10/16 (200°C) AnschlussmafRe EN 1092-1 Typ 02

fir VorschweiRbérdel
Lap joint flanges PN 10/16 (200°C)

Flansche fiir Rohr DIN EN 10357

; Lebensmittel und chem.Industrie
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a* Ausfuhrung fur abnahmepflichtige 50 53.0 59.0
Druckbehalter geeignet (PED). 65 70.0 75.0
80 85,0 89,0
100 104,0 109,0
125 129,0 134,0
150 154,0 159,0
200 204,0 209,0
250 254,0 259,0
300 306,0 311,0
350 355,0 362,0

10 PN10/16 | 17,2 | 90,0 | 19,0 | 12,0 3,0 12,0 3,0 60,0 4 xM12 135 | 0,17 | 0,17

15 PN10/16 | 21,3 | 95,0 | 24,0 | 12,0 3.0 12,0 3.0 65,0 4 x M12 1356 | 0,20 | 0,20
20 PN10/16 | 26,9 | 1050 | 30,0 | 14,5 3,0 14,5 3.0 75,0 4 xM12 135 | 0,25 | 0,25
25 PN10/16 | 33,7 | 1150 | 38,0 | 16,5 3,0 16,5 3,0 85,0 4 x M12 13,56 | 0,30 | 0,30
32 PN10/16 | 42,4 | 1400 | 46,0 | 17,0 3,0 17,0 3,0 [ 1000 4xM16 175 | 0,45 | 0,45
40 PN10/16 | 48,3 | 1600 | 54,0 | 18,5 4,0 17,5 3,0 [ 1100 4xM16 175 | 0,65 | 0,49
50 PN10/16 | 60,3 | 1650 | 65,0 | 20,5 4,0 19,5 3,0 [ 1250 4xM16 17,5 | 0,80 | 0,60
65 PN10/16 | 76,1 | 1850 | 81,0 | 21,5 4,0 20,5 3,0 | 1450 | 8(4)xM16 | 175 | 0,95 | 0,71
80 PN10/16 | 88,9 | 2000 | 94,0 | 22,5 4,0 22,5 40 |160,0| 8xM16 175 | 1,04 | 1,04
100 PN10/16 | 1143 | 2200 | 119,0 | 22,5 4,0 22,5 40 |180,0| 8xM16 175 | 1,16 | 1,16
125 PN10/16 | 139,7 | 260,0 | 145,0 | 26,0 6,0 25,0 50 | 2100 8xM16 175 | 2,20 | 1,83
150 PN10/16 | 168,3 | 285,0 | 173,0 | 27,0 6,0 26,5 50 | 240,0| 8xM20 215 | 2,70 | 2,25

200 PN10 219,1 | 340,0 | 225,0 30,5 6,0 295,0 8 x M20 215 3,45
200 PN16 219,1 | 340,0 | 225,0 | 32,5 8,0 2950 | 12 xM20 215 | 4,70
250 PN10 273,0 | 395,0 | 279,0 32,5 6,0 | 350,0| 12 xM20 21,5 4,50
250 PN16 273,01 405,0 | 279,0 | 34,5 8,0 355,0 | 12xM24 25,5 | 6,00
300 PN10 323,9 | 445,0 | 329,0 36,5 6,0 400,0 | 12 x M20 215 5,60
300 PN16 323,9 | 460,0 | 329,0 | 38,5 8,0 410,0 | 12 x M24 255 | 7,50
350 PN10 365,6 | 505,0 | 362,0 42,0 8,0 | 460,0| 16 x M20 21,5 10,00
400 PN10 406,44 | 565,0 | 413,0 50,0 8,0 | 515,0| 16 xM24 255 13,00
Lieferform: kaltverformt, gegliht, gebeizt Weitere Abmessungen auf Anfrage.
Lertifiziert
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